ALL NON—-CURRENT CARRYING METALLIC PARTS TO BE BONDED
TO NEUTRAL AND EFFECTIVELY GROUNDED
BUILD PER NEC

3 #6 INSULATED. WIRE (THE
NEUTRAL CONDUCTOR MUST
BE WHITE OR IDENTIFIED.)

—12" MAX

600 VOLT
MULTIPLEX CABLE 3
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/—POLE 4" X 4" X 17" MIN
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1-1/4" GRC CONDUIT MIN.

NOTE:

_

__<::jf_______

3" WIRE METER SOCKET

SERVICE LENGTH TO BE 16"

l 2 CIRCUIT BREAKERS 50 AMP.

MAXIMUM CAPACITY (typ. residential)
COMMERCIAL CAPACITY COORDINATE
WITH LPC ENGINEERING AND SEE

MEASURED HORIZONTALLY TO =
NEAREST OVERHEAD %
DISTRIBUTION POLE; AREA Ao
UNDER WIRE SPAN TO BE 127 MIN. 3
BARRICADED TO PREVENT ©
ALL BUT PEDESTRIAN 2
TRAFFIC. ©

o

n

TO BE LEFT

EXPOSED UNTIL
AFTER INSPECTION

BELOW

,Q.,<— OUTLET RECEPTACLES, 2 WIRE,

120/240 VOLTS. BREAKER AND

OUTLET CABINETS ARE REQUIRED TO
BE WEATHERPROOF. GROUND FAULT
CURRENT INTERRUPTORS ARE
REQUIRED.

3-2"X4" BRACES

MINIMUM 8 GROUND ROD

PER NEC #6 CU MIN.

0

Li1 8

NOTES:
COMMERCIAL TEMPORARY METERING SHALL FOLLOW THE COLD SEQUENCING GUIDELINES AND REQUIRE THE
INSTALLATION OF FAULT LIMITING DISCONNECTS ON THE LINE SIDE OF THE METER. FUSE SIZE AND TYPE
SHALL LIMIT THE FAULT CURRENT TO THE METER HOUSING TO BE 10,000 AMPS OR LESS.

1.

2.
3.

CALL 1-800-922-1987 TO OBTAIN UTILITY LOCATES
MAINTAIN CLEARANCES FROM ALL UTILITIES

NN
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3 MIN. STAKE AT EACH BRACE

POLE SHALL BE
SECURELY SUPPORTED

OVERHEAD TEMPORARY
CONSTRUCTION METER POLE
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SCALE: Not to Scale
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